Vietnam Tariff

Intelligence

Dettaglio SA 7208.39

Codice SA

Descrizione

7208.39

Flat-rolled products of iron or non-alloy steel, of a width of 600 mm or more, hot-rolled, not clad, plated or coated / - Other, in coils, not
further worked than hot-rolled: / - - Of a thickness of less than 3 mm:

Unita
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5 righe tariffarie sotto 7208.39

Codice SA

7208.39.10

7208.39.20

7208.39.30

7208.39.40

7208.39.90

Descrizione Unita Dazio MFN VAT
all'importazione
ordinario
Flat-rolled products of iron or non-alloy steel, of a width of 600 mm or more, hot-rolled, not clad, plated or kg 5% 0% 10/8 (piu
coated / - Other, in coils, not further worked than hot-rolled: / - - Of a thickness of less than 3 mm: /- - - aliquote)

Containing by weight less than 0.6% of carbon and of a thickness of 0.17 mm or less

Flat-rolled products of iron or non-alloy steel, of a width of 600 mm or more, hot-rolled, not clad, plated or kg 5% 0% 10/ 8 (piu
coated / - Other, in coils, not further worked than hot-rolled: / - - Of a thickness of less than 3 mm: /- - - aliquote)
Containing by weight less than 0.6% of carbon and of a thickness more than 0.17 mm but not exceeding 1.5

mm

Flat-rolled products of iron or non-alloy steel, of a width of 600 mm or more, hot-rolled, not clad, plated or kg 5% 0% 10/8 (piu
coated / - Other, in coils, not further worked than hot-rolled: / - - Of a thickness of less than 3 mm: /- - - aliquote)

Containing by weight 0.6% or more of carbon and of a thickness not exceeding 1.5 mm

Flat-rolled products of iron or non-alloy steel, of a width of 600 mm or more, hot-rolled, not clad, plated or kg 5% 0% 10/ 8 (piu
coated / - Other, in coils, not further worked than hot-rolled: / - - Of a thickness of less than 3 mm:/---0Of a aliquote)
thickness more than 2 mm, maximum tensile strength of 550 Mpa and of a width not exceeding 1,250 mm

Flat-rolled products of iron or non-alloy steel, of a width of 600 mm or more, hot-rolled, not clad, plated or kg 5% 0% 10/8 (piu
coated / - Other, in coils, not further worked than hot-rolled: / - - Of a thickness of less than 3 mm: / - - - Other aliquote)



Questo rapporto € a scopo informativo ed & generato dai dati tariffari di origine e dalle regole di consulenza. Non costituisce una decisione doganale e non conferma la classificazione SA, I'ammissibilita
all'ALS né la validita giuridica. L'utente deve verificare rispetto alla normativa vigente.




